
500Qe

將直驅伺服馬達、電控箱、電源開關完全整合於縫

紉機中，並支援多種選配功能，實現一體直驅化的

包縫機。

Mechatronic overlock is an integration of motor controls system into SiRUBA 
high performance 500Qe overlock machine with multiple optional features 
support, a fully integrated all-in-one overlock.

機電一體高速包縫機
Mechatronic Speed Overlock Stitch Machine



高速穩定的伺服馬達運轉更平穩

High speed stable servo motor to ensure operational 
stability

自動抬壓腳裝置
腳踩踏板回踏，抬升壓腳，操作快速方便，減少不必要的
體力消耗，製程速度產量加倍。

Automatic presser foot lifter
When the foot pedal is stepped back - the presser foot 
will raise. It can provide convenience for operation, 
reduces unnecessary physical exertion, and doubles the 
process speed and multiplied output.

F E A T U R E S特 點

S P E C I F I C A T I O N S規  格

500Qe
布料厚度

Fabric Weight
DCX27

選購配件
  OPTIONAL

DEVICEL M H

537Qe-504M-3-04 1 3 - 4 0.7~1.7 4.2 6 #11 5500 VT, VT-H1,VT-H2

547Qe-514M-3-24 2 4 2 4 0.7~1.7 4.2 6 #11 5500 VT, VT-H1,VT-H2

557Qe-516M-3-35 2 5 3/5 5 0.7~1.7 4.2 5 #11 5500 CT, CT-H1, CT-H2

NOTE: For more information regarding the specification, please visit our website www.siruba.com

由於對產品的改良及更新，本產品型錄中之產品規格及外觀的修改恕不事先通知!
The specification and/or appearences of the equipment described in this catalogue 
are subject to change without previous notice because of modification.   APR. 2023
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利用吸風馬達或空壓
機將線吸入切刀槽中
予以切斷(較適用於
3～4線之機型)

利用吸風式馬達或空
壓機，將線吸入切刀
槽中予以切斷(較適
用于5線之機型)

Take thread into 
t r i m m e r  t u b e  b y 
suction motor or 
a i r  c o m p r e s s o r. 
(Applicable for 3~4 
thread machine)

Take thread into 
t r i m m e r  t u b e  b y 
suction motor or 
a i r  c o m p r e s s o r. 
(Appl icable for 5 
thread machine)

側 吸 式 切 線 裝 置
Side Suction Thread Chain Cutter DeviceVT 下 吸 式 切 線 裝 置

Flat Suction Thread Chain Cutter DeviceCT


